YES! WE ARE HONOR'!

CNC VERTICAL LATHE
CNC VERTICAL TURNING CENTER

High precision. High efficiency. High durability. Perfection.

Heavy Duty Series
VL-66

VL-86

VL-100

l VL-125
) VL-160
- VL-200
p_ VL-250

£ HONOR SEIKI Co., Ltd.
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B3 vL-eec B3 vi-eecm

Max. swing dia.: 850mm
Max. turning dia.: 760mm
Max. turning height: 650mm
Chuck dia.: 21 inch

Spindle speed: 5-700rpm
ATC:12 positions

B3 vL-sec B3 viL-secm

Max. swing dia.: 950mm
Max. turning dia.: 900mm
Max. turning height: 650mm
Chuck dia.: 24 inch

Spindle speed: 5-600rpm
ATC:12 positions

B3 viL-100cC B3] vi-100cm

Max. swing dia.: 120mm
Max. turning dia.: 1100mm
Max. turning height: 650mm
Table dia.:1000mm

Spindle speed: 3-400rpm
ATC:12 positions

Max. swing dia.: 850mm
Max. turning dia.: 760mm
Max. turning height: 650mm
Chuck dia.: 21 inch

Spindle speed: 5-700rpm
ATC:12 positions

Tool live spindle

Max. swing dia.: 950mm
Max. turning dia.: 900mm
Max. turning height: 650mm
Chuck dia.: 24 inch

Spindle bearing dia.:330mm
Spindle speed: 5-600rpm
ATC:12 positions

Tool live spindle

Max. swing dia.: 1200mm
Max. turning dia.: 1100mm
Max. turning height: 650mm
Table dia.:1000mm

Spindle speed: 3-400rpm
ATC:12 positions

Tool live spindle




B3 vi-12sc

Max. swing dia.: 1600mm
Max. turning dia.: 1600mm
Max. turning height: 1250mm
Table dia.:1250mm

Spindle speed: 3-300rpm
ATC:12/16 positions

B3 vi-1eoc

Max. swing dia.: 2000mm
Max. turning dia.: 2000mm
Max. turning height: 1250mm
Table dia.:1600mm

Spindle speed: 3-250rpm
ATC:12/16 positions

B3 vL-200c/200cm/250C/250CM

VL-200C

Max. swing dia.: 2500mm
Max. turning dia.: 2500mm
Max. turning height: 1600mm
Table dia.:2000mm

Spindle speed: 3-200rpm
ATC:12/16 positions

VL-250C

Max. swing dia.: 3000mm
Max. turning dia.: 3000mm
Max. turning height: 1600mm
Table dia.:2500mm

Spindle speed: 3-160rpm
ATC:12/16 positions

B3 vi-125cm

Max. swing dia.: 1600mm
Max. turning dia.: 1600mm
Max. turning height: 1250mm
Table dia.:1250mm

Spindle speed: 3-300rpm
ATC:16 positions

Tool live spindle

Auto Pallet Changer available

B3 viL-1eocm

Max. swing dia.: 2000mm
Max. turning dia.: 2000mm
Max. turning height: 1250mm
Table dia.:1600mm

Spindle speed: 250rpm
ATC:16 positions

Tool live spindle

VL-200CM

Max. swing dia.: 2500mm
Max. turning dia.: 2500mm
Max. turning height: 1600mm
Table dia.:2000mm

Spindle speed: 3-200rpm
ATC:16 positions

Tool live spindle

VL-250CM

Max. swing dia.: 3000mm
Max. turning dia.: 3000mm
Max. turning height: 1600mm
Table dia.:2500mm

Spindle speed: 3-160rpm
ATC:16 positions

Tool live spindle
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=] VL-66 VL-86 VL-100 VL-125 VL-160 VL-200 VL-250 Heavy duty series

B VL-66, VL-86

@ Hydraulic chuck
(Optional)

@ Crossed roller
bearing.

® VL-100

¢ 4-jaw manual table.

® Gear box.

@ Tool presetter.
(Optional)








































